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EPDM
-20°C  to +130°C
General Properties:
Resistance to sunlight, weathering and ozone. Poor resistance to petroleum oils and fuel.
Good heat and compression set resistance.
Suitable for:
Less than 10% acids, inorganic and organic alcohols, alkaline salts and solutions, dry bulk, hot-cold water, steam Not suitable
for Hydrocarbons

NBR
-20°C to +90°C
General Properties:
Good resistance to petroleum, hydrocarbons, fuels. Widely used with most oils, hydraulic fluids, alcohol.
Poor resistance to sunlight, weathering and ozone.
Suitable for:
General Applications, Hydrocarbon Service, less than 40% Aromatics, Food&Beverage Applications.

VITON
-20°C to +200°C
General Properties:
Excellent temperature and chemical resistance. Excellent mechanical and physical properties,
low compression set and low gas permeability.
Suitable For:
All Aromatic, Aliphatic and Halogenated Hyrocarbons
Not for Ketones, Ester or in combination with Hot Water and Oil.

PRODUCT FEATURES
• Body: EN GJL-250 Cast Iron
• Disc: Stainless Steel 304
• Stem: Stainless Steel 420
• Epoxy Powder Coating (Min 250microns)
• Seat Options: EPDM by default (Viton and NBR are
optional)
• Easy gasket replacing
• 2 O-rings on the stem for better stem sealing
• Easy to install
• Can be operated with Pneumatic or Electrical actuators
• FAF3500 refers to wafer type FAF3600  refers to lug type
butterfly valves

APPLICATIONS
FAF 3500 & FAF 3600 Butterfly Valves are generally used
within potable water and heating (cold and hot water)
systems. The valves are also suitable for food, chemical,
petrochemical industry. The seats are not suitable for
mediums having abrasive property (acidity or alkaline
property).
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ITEMS AND MATERIALS
1 Body: EN-GJL 250 Cast Iron
2 Stem: Stainless Steel 420
3 Disc: Stainless Steel 304
4 Bottom Screw Gland: Stainless Steel 420
5 O-Rings: EPDM
6 Seat: EPDM (NBR and VITON are optional)
7 Limiting Plate: St37 Steel
8 Bolts: Galvanized Steel
9 Nuts: Galvanized Steel
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